


Hazard(s) not otherwise
classified (HNOC)

None known.

3. Composition/information on ingredients
Mixtures

8052-42-4 0 - 100Asphalt



Specific hazards arising from
the chemical

Vapor may cause flash fire. Vapors can flow along surfaces to distant ignition source and flash
back. Sensitive to static discharge.

Special protective equipment
and precautions for firefighters

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask.

Fire-fighting
equipment/instructions

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask. Withdraw immediately in case of
rising sound from venting safety devices or any discoloration of tanks due to fire. Fight fire from
maximum distance or use unmanned hose holders or monitor nozzles. Move containers from fire
area if you can do it without risk. In the event of fire, cool tanks with water spray. Cool containers
exposed to flames with water until well after the fire is out. For massive fire, use unmanned hose
holders or monitor nozzles; if this is impossible, withdraw from area and let fire burn. Water runoff
can cause environmental damage. Use compatible foam to minimize vapor generation as needed.



US. OSHA Table Z-2 (29 CFR 1910.1000)

ValueTypeComponents



Flammability (solid, gas) Not available.

Upper/lower flammability or explosive limits

Flammability limit - lower
(%)

> 0.9

Flammability limit - upper
(%)

< 7

Explosive limit - lower (%) Not available.

Explosive limit - upper (%) Not available.

Vapor pressure < 0.01 kPa @ 20 °C

Vapor density > 1.6 (Air = 1)

Relative density 1 - 1.2 (Water=1)

Solubility(ies)

Solubility (water) Not available.

Partition coefficient
(n-octanol/water)

Not available.

Auto-ignition temperature (%)
< l1 °F0674 1 Tf
13.9067 .04 TD
(Not avai) TDC



Test ResultsComponents Species

> 0.38 mg/l, 960 Minutes

Skin corrosion/irritation Causes skin irritation.

Serious eye damage/eye
irritation

Causes eye irritation.

Respiratory or skin sensitization

Respiratory sensitization Based on available data, the classification criteria are not met.

Skin sensitization Causes skin burns.

Germ cell mutagenicity Based on available data, the classification criteria are not met.

Carcinogenicity Suspected of causing cancer. Contains polycyclic aromatic compounds (PACs). Prolonged and/or



Elevated temperature liquid, n.o.s. (Asphalt)UN proper shipping name

9Class
Transport hazard class(es)

-Subsidiary risk
IIIPacking group



SARA 313 (TRI reporting)
Not regulated.

Other federal regulations

Clean Air Act (CAA) Section 112 Hazardous Air Pollutants (HAPs) List

Polycyclic AroEs AiHydrocarbiont (CS 130498-29-2g)

Clean Air Act (CAA) Section 11(rA)AccidentralReClese Preventtion(40 CFR 682.10g)

CS 7783-06-4g)

SDWAg)Not regulated.

CS 8052-42-4g)
CS 64741-56-6g)

CS 8052-42-4g)
CS 64741-56-6g)

CS 8052-42-4g)
CS 64741-56-6g)

CS 7783-06-4g)

CS 8052-42-4g)
CS 64741-56-6g)




