
SAFETY DATA SHEET

1. Identification





Specific hazards arising from
the chemical

Vapor may cause flash fire. Vapors can flow along surfaces to distant ignition source and flash
back. Sensitive to static discharge.

Special protective equipment
and precautions for firefighters

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask.

Fire-fighting
equipment/instructions

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask. Withdraw immediately in case of







Solubility(ies)

Solubility (water)



Test ResultsComponents Species

LD50 Rat
Oral

2.6 g/kg

Skin corrosion/irritation Causes skin irritation.

Serious eye damage/eye
irritation

Based on available data, the classification criteria are not met.

Respiratory or skin sensitization

Respiratory sensitization Based on available data, the classification criteria are not met.

Skin sensitization Based on available data, the classification criteria are not met.

Germ cell mutagenicity In in-vitro experiments, neither benzene, toluene nor xylene changed the number of
sister-chromatid exchanges (SCEs) or the number of chromosomal aberrations in human
lymphocytes. However, toluene and xylene caused a significant cell growth inhibition which was
not observed with benzene in the same concentrations.  In in-vivo experiments, toluene changed
the number of sister-chromatid exchanges (SCEs) in human lymphocytes. Toluene may cause
heritable genetic damage.

Carcinogenicity May cause cancer.
Occupational exposure to straight-run asphalts and their emissions during road paving: 2B
Possibly carcinogenic to humans.
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ASPHALT, CUTBACKUN proper shipping name

3Class
Transport hazard class(es)

-Subsidiary risk
3Label(s)
IIIPacking group

YesMarine pollutant
Environmental hazards

F-E, S-EEmS
Read safety instructions, SDS and emergency procedures before handling.Special precautions for user
Not applicable.Transport in bulk according to

Annex II of MARPOL 73/78 and
the IBC Code

15. Regulatory information






