




ELIMINATE all ignition sources (no smoking, flares, sparks or flames in immediate area).mdiarial).SmE alS ills: Sweep s oshovel up mdiarial and placees ia clearlyoldbeled containar fs owaste).



Provide adequate general and local exhaust ventilation. Use process enclosures, local exhaust



Partition coefficient
(n-octanol/water)

No data available.

Auto-ignition temperature 449.33 °F (231.85 °C)

Decomposition temperature Not available.

Viscosity Not applicable.

10. Stability and reactivity
Not available.Reactivity

Stable under normal temperature conditions and recommended use.Chemical stability

Hazardous polymerization does not occur.Possibility of hazardous
reactions

Heat. Ignition sources. Keep away from combustible material.Conditions to avoid

Strong oxidizing agents.Incompatible materials

Sulfur oxides. Hydrogen sulfide.Hazardous decomposition
products

11. Toxicological information



Not available.



OSHA Specifically Regulated Substances (29 CFR 1910.1001-1050)

Not regulated.
CERCLA Hazardous Substance List (40 CFR 302.4)

Hydrogen sulfide (CAS 7783-06-4) LISTED

Superfund Amendments and Reauthorization Act of 1986 (SARA)
Immediate Hazard - Yes
Delayed Hazard - No
Fire Hazard - Yes
Pressure Hazard - No
Reactivity Hazard - No

Hazard categories

SARA 302 Extremely hazardous substance

Chemical name CAS number Reportable
quantity
(pounds)

Threshold
planning quantity
(pounds)

Threshold
planning quantity,



Country(s) or region Inventory name On inventory (yes/no)*


